Blowing Machine Checklist and Inspection Log

	Blowing Machine:


	
	
	Date
	Date
	Date
	Date
	Date
	Date
	Date
	Date
	Date
	Date
	Date

	Clean
	2 weeks
	
	
	
	
	
	
	
	
	
	
	

	Check Oil
	2 weeks
	
	
	
	
	
	
	
	
	
	
	

	Check Pressure Off Machine
	2 weeks
	
	
	
	
	
	
	
	
	
	
	

	Check Pressure Off Hose
	2 weeks
	
	
	
	
	
	
	
	
	
	
	

	Replace Seals
	
	
	
	
	
	
	
	
	
	
	
	

	Replace Contactors (Promax)
	
	
	
	
	
	
	
	
	
	
	
	


	
	
	Date
	Date
	Date
	Date
	Date
	Date
	Date
	Date
	Date
	Date
	Date

	Clean
	2 weeks
	
	
	
	
	
	
	
	
	
	
	

	Check Oil
	2 weeks
	
	
	
	
	
	
	
	
	
	
	

	Check Pressure Off Machine
	2 weeks
	
	
	
	
	
	
	
	
	
	
	

	Check Pressure Off Hose
	2 weeks
	
	
	
	
	
	
	
	
	
	
	

	Replace Seals
	
	
	
	
	
	
	
	
	
	
	
	

	Replace Contactors (Promax)
	
	
	
	
	
	
	
	
	
	
	
	


	
	
	Date
	Date
	Date
	Date

	Clean
	2 weeks
	
	
	
	

	Check Oil
	2 weeks
	
	
	
	

	Check Pressure Off Machine
	2 weeks
	
	
	
	

	Check Pressure Off Hose
	2 weeks
	
	
	
	

	Replace Seals
	
	
	
	
	

	Replace Contactors (Promax)
	
	
	
	
	


Notes:

	


