WEATHERIZATION ASSISTANCE PROGRAM

NEAT/MHEA Tips and Techniques


	Supply Library  
	Always have at least 1 refrigerator and 1 water heater in your supply library. The specifications for these units should be for your most commonly installed units over the past program year. Having these units will save a lot of time.



	Rerunning Multiple Audits
	If you need to rerun multiple audits, simply hold down Ctrl+Shift and click on the “Run Audit” button. This will allow you to choose which audits to run and run them in a batch process.



	Copy Button
	Use the copy button frequently, especially on the walls and windows tabs. This will speed up audit entry significantly, particularly in houses that have similar windows and walls with only one or two specifications being different.[image: ]




	Rounding Up Windows and Doors
	Windows and doors in NEAT/MHEA can be rounded to the nearest inch without significantly affecting results. If windows are to be replaced, more accurate measurements will necessary, but rounding for the audit will speed up entry time.



	Grouping Walls, Windows, and Doors 
	[bookmark: _GoBack]Group walls, windows, and doors whenever possible. For instance, group all west facing walls into one entry if the wall materials and insulation levels are the same. Grouping shell measures in this way can speed data entry and reduce mistakes.






	Degrading Tested Equipment
	Do not degrade tested equipment (unless state guidance explicitly states you should). Furnace efficiencies should be entered in as tested and not degraded. For example, if a 15 year old furnace tests at an 80 steady state efficiency, this is the number that should be entered into the NEAT/MHEA.
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